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Royal® SOOW UL/CSAMSHARoyal® SOOW UL/CSAMSHA

Portable Cordage & Power Cable

Construction: Conductors:  18 AWG-10 AWG fully annealed stranded bare copper, Class K stranding per ASTM B 174.
Insulation: Premium grade oil resistant Ethylene Propylene (EPDM). 
Jacket: Water, sunlight, and oil resistant, flame-retardant Chlorinated Polyethylene (CPE).
Features:
Excellent abrasion, ozone, sunlight, chemical and oil resistance, and water resistant with high degree of flexibility.   
UL and CSA approved for indoor and outdoor applications. Remains flexible in cold weather environments.
Applications:
Push button remote controls, Portable industrial machinery and compressors, Water purification systems.

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 
600V
 

Color Code: 
Standard color code chart

Approvals:
UL Standard 62,  
CSA 22.2 No. 49,  
NEC Article 400,  
NEC 501.140 Class I Div.2, 
MSHA, RoHS

SOOW-18/2-X
SOOW-18/3-X

SOOW-18/4-X
SOOW-18/5-X

SOOW-16/2-X
SOOW-16/3-X

SOOW-16/4-X
SOOW-16/5-X

SOOW-14/2-X
SOOW-14/3-X
SOOW-14/4-X

SOOW-14/5-X
SOOW-12/2-X

SOOW-12/3-X
SOOW-12/4-X
SOOW-12/5-X

SOOW-10/2-X
SOOW-10/3-X
SOOW-10/4-X

SOOW-10/5-X

Complete catalog available online at:  
www.lapptannehill.com
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Royal® SOOW UL/CSAMSHA
Construction: Conductors:  8 AWG-2 AWG fully annealed stranded bare copper, Stranding per ASTM B 174. 
Insulation: Premium grade oil resistant Ethylene Propylene (EPDM). 
Jacket: Water, sunlight, and oil resistant, flame-retardant Chlorinated Polyethylene (CPE).
Features:
Excellent abrasion, ozone, sunlight, chemical and oil resistance, and water resistant with high degree of flexibility.   
UL and CSA approved for indoor and outdoor applications. Remains flexible in cold weather environments.
Applications:
Push button remote controls, Portable industrial machine and compressors, water purification systems.
Additional Information:
Ampacity based on NEC Table 400.5 (A).

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 
600V

Color Code: 
Standard color code chart

Approvals:
UL Standard 62,  
CSA 22.2  No. 49,  
NEC Article 400,  
NEC 501.140 Class I Div. 2, 
MSHA, RoHS

SOOW-8/3-X

SOOW-8/4-X

SOOW-8/5-X

SOOW-6/3-X

SOOW-6/4-X

SOOW-6/5-X

SOOW-4/3-X

SOOW-4/4-X

SOOW-4/5-X

SOOW-2/3-X

SOOW-2/4-X

SOOW-2/5-X

Check out our complete inventory of products at  
www.lapptannehill.com
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Royal® SJOOW UL/CSA/MSHA
Construction: Conductors: 18 AWG-10 AWG fully annealed stranded bare copper. Class K stranding per ASTM B 174. 
Insulation: Premium grade oil resistant Ethylene Propylene (EPDM). 
Jacket: Water, sunlight, and oil resistant, flame-retardant Chlorinated Polyethylene (CPE).
Features:
Excellent abrasion, ozone, sunlight, chemical and oil resistance, and water resistant. UL and CSA approved for indoor and 
outdoor applications. Remains flexible in cold weather environments.
Applications:
Portable industrial machinery and compressors. Push button remote controls. Portable lighting systems.
Additional Information:
Tinned copper, shielding and other color codes available upon request.

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 
300V
 

Color Code: 
Standard color chart

Approvals:
UL Standard 62,  
CSA 22.2 No. 49,  
NEC Article 400,  
RoHS,  
NEC 501.140 Class I Div. 2, 
MSHA,  
Federal Spec #JC580B

SJOOW-18/2-X

SJOOW-18/3-X

SJOOW18/4-X

SJOOW-16/2-X

SJOOW-16/3-X

SJOOW-16/4-X

SJOOW-14/2-X

SJOOW-14/3-X

SJOOW-14/4-X

SJOOW-12/2-X

SJOOW-12/3-X

SJOOW-12/4-X

SJOOW-10/2-X

SJOOW-10/3-X

SJOOW-10/4-X

Please contact your sales representative for detailed 
information at sales@lapptannehill.com
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Seoprene® SEOOW UL/CSA/MSHA
Construction: Conductors: 18 AWG-10AWG fully annealed stranded bare copper, Class K stranding per ASTM B 174. 
Insulation: T*prene® Oil resistant Thermoplastic Elastomer (TPE), Brilliant colors for easy identification). 
Jacket: Water, sunlight, and oil resistant, flame-retardant Black Seoprene® Thermoplastic Elastomer (TPE).
Features:
Excellent abrasion, ozone, sunlight, chemical and oil resistance, and water resistant with high degree of flexibility.  
Non-wicking lightweight polypropylene fillers, suitable and approved for submersion in water.
Applications:
Portable industrial machinery and compressors. Food processing and washdown facilities.   
Indoor and outdoor temporary power uses.
Additional Information:
Tinned copper, shielding and other color codes available upon request.

Technical Data:
Temperature: 
-50ºC to 105ºC

Rated Voltage: 
600V

Color Code: 
Standard color code chart

Approvals:
UL Standard 62,  
CSA 22.2 No. 49,  
NEC Article 400,  
RoHS,  
NEC 501.140 Class I Div.2, 
MSHA,  
Federal Spec #JC580B

SEOOW-18/2-X
SEOOW-18/3-X
SEOOW-18/4-X
SEOOW-18/5-X
SEOOW-16/2-X
SEOOW-16/3-X
SEOOW-16/4-X
SEOOW-16/5-X
SEOOW-14/2-X
SEOOW-14/3-X
SEOOW-14/4-X
SEOOW-14/5-X
SEOOW-12/2-X
SEOOW-12/3-X
SEOOW-12/4-X
SEOOW-12/5-X
SEOOW-10/2-X
SEOOW-10/3-X
SEOOW-10/4-X
SEOOW-10/5-X

Specifications subject to change. For complete specifications and 
availability visit www.lapptannehill.com
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Seoprene® SEOOW UL/CSA/MSHA
Construction: Conductors: 8 AWG-2 AWG fully annealed stranded bare copper. Class K stranding per ASTM B 174. 
Insulation: T*prene® Oil resistant Thermoplastic Elastomer (TPE). Brilliant colors for easy identification. 
Jacket: Water, sunlight, and oil resistant, flame-retardant Black Seoprene® Thermoplastic Elastomer (TPE).
Features:
Excellent abrasion, ozone, sunlight, chemical and oil resistance, and water resistant with high degree of flexibility.   
Non-wicking lightweight polypropylene fillers. Suitable and approved for submersion in water.
Applications:
Portable industrial machinery and compressors. Food processing and washdown facilities.   
Indoor and outdoor temporary power uses. Indoor and outdoor temporary power uses.
Additional Information:
Tinned copper, shielding and other color codes available upon request.

Technical Data:
Temperature: 
-50ºC to 105ºC

Rated Voltage: 
600V

Color Code: 
Standard color code chart

Approvals:
UL Standard 62,  
CSA 22.2 No.49,  
NEC Article 400,  
RoHS,  
NEC 501.140 Class I Div. 2, 
MSHA,  
Federal Spec #JC580B

SEOOW-8/3-X

SEOOW-8/4-X

SEOOW-8/5-X

SEOOW-6/3-X

SEOOW-6/4-X

SEOOW-6/5-X

SEOOW-4/3-X

SEOOW-4/4-X

SEOOW-4/5-X

SEOOW-2/3-X

SEOOW-2/4-X

SEOOW-2/5-X

Not finding what you are looking for?   
Please contact us at sales@lapptannehill.com, or  

visit our website at: www.lapptannehill.com

http://www.lapptannehill.com
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Seoprene® SEOOW Control Cable UL/CSA/MSHA
Construction: Conductors: 18 AWG-10 AWG fully annealed stranded bare copper. Class K stranding per ASTM B 174. 
Insulation: T*prene® Oil resistant Thermoplastic Elastomer (TPE). Brilliant colors for easy identification. 
Jacket: Water, sunlight, and oil resistant, flame-retardant Black Seoprene® Thermoplastic Elastomer (TPE).
Features:
Excellent abrasion, ozone, sunlight, chemical and oil resistance, and water resistant with high degree of flexibility.   
Non-wicking lightweight polypropylene fillers. Suitable and approved for submersion in water.
Applications:
Petrochemical manufacturing and processing facilities. Industrial cooling and refrigeration equipment.   
Conveyors and multi-line automation/robotic systems.

Technical Data:
Temperature: 
-50ºC to 105ºC

Rated Voltage: 600V
 
Color Code: 
Standard color code

Approvals:
UL Standard 62,  
CSA 22.2 No. 49,  
NEC Article 400,  
RoHS,  
NEC 501.140 Class I Div. 2, 
MSHA,  
Federal Spec #JC580B

SEOOW-18/5-X

SEOOW-18/6-X

SEOOW-18/7-X

SEOOW-18/8-X

SEOOW-18/10-X

SEOOW-18/12-X

SEOOW-18/14-X

SEOOW-18/16-X

SEOOW-18/20-X

SEOOW-18/24-X

SEOOW-18/30-X

SEOOW-18/37-X

SEOOW-16/5-X

SEOOW-16/6-X

SEOOW-16/7-X

SEOOW-16/8-X

SEOOW-16/10-X

SEOOW-16/12-X

SEOOW-16/14-X

SEOOW-16/16-X

SEOOW-16/20-X

SEOOW-16/24-X

SEOOW-16/30-X

SEOOW-18/37-X

SEOOW-14/5-X

SEOOW-14/6-X

SEOOW-16/7-X

SEOOW-16/8-X

SEOOW-16/10-X

SEOOW-16/12-X

SEOOW-16/14-X

SEOOW-16/16-X

SEOOW-16/20-X

SEOOW-16/24-X

SEOOW-16/30-X

SEOOW-16/37-X

SEOOW-12/5-X

SEOOW-14/6-X

SEOOW-16/7-X

SEOOW-16/8-X

SEOOW-16/10-X

SEOOW-16/12-X

SEOOW-16/14-X

SEOOW-16/16-X

SEOOW-16/20-X

SEOOW-16/24-X

SEOOW-16/30-X

SEOOW-16/37-X

SEOOW-10/5-X

SEOOW-14/6-X

SEOOW-16/7-X

SEOOW-16/8-X

SEOOW-16/10-X

SEOOW-16/12-X

SEOOW-16/14-X

SEOOW-16/16-X

SEOOW-16/20-X

SEOOW-16/24-X

SEOOW-16/30-X

SEOOW-16/37-X

http://www.lapptannehill.com
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Seoprene® SJEOOW UL/CSA/MSHA
Construction: Conductors: 18 AWG -10 AWG fully annealed stranded bare copper.  Class K stranding per ASTM B 174. 
Insulation: T*prene® Oil resistant Thermoplastic Elastomer (TPE). Brilliant colors for easy identification. 
Jacket: Water, sunlight, and oil resistant, flame-retardant Black Seoprene® Thermoplastic Elastomer (TPE).
Features:
Excellent abrasion, ozone, sunlight, chemical and oil resistance, and water resistant with high degree of flexibility.  
Non-wicking lightweight polypropylene fillers, suitable and approved for submersion in water.
Applications:
Portable industrial machinery and compressors. Conveyor and automated production equipment.  
Indoor and outdoor temporary power uses.
Additional Information:
Tinned copper, shielding and other color codes available upon request.

Technical Data:
Temperature: 
-50ºC to 105ºC

Rated Voltage: 
300V

Color Code: 
Standard color code

Approvals:
UL Standard 62,  
CSA 22.2 No. 49,  
NEC Article 400,  
RoHS,  
NEC 501.140 Class I Div. 2, 
MSHA,  
Federal Spec #JC580

SJEOOW-18/2-0

SJEOOW-18/3-0

SJEOOW-18/4-0

SJEOOW-16/2-0

SJEOOW-16/3-0

SJEOOW-16/4-0

SJEOOW-14/2-0

SJEOOW-14/3-0

SJEOOW-14/4-0

SJEOOW-12/2-0

SJEOOW-12/3-0

SJEOOW-12/4-0

SJEOOW-10/2-0

SJEOOW-10/3-0

SJEOOW-10/4-0

Complete catalog available online at:  
www.lapptannehill.com
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Royal® STOW/SJTOW UL/CSA
Construction: Conductors: 18 AWG-10 AWG fully annealed stranded bare copper.  Class K stranding per ASTM B 174. 
Insulation: Industrial grade Polyvinyl Chloride (PVC). 
Jacket: Water, sunlight, and oil resistant Polyvinyl Chloride (PVC).
Features:
SJTOW: 300V Hard Usage per NEC Article 400.  STOW: 600V Extra Hard Usage per NEC Article 400.
Applications:
Temporary lighting equipment. Portable tools. Motors.
Additional Information:
Tinned copper, shielding and other color codes available upon request.

Technical Data:
Ampacity based on NEC Table 400.5 (A) 

Temperature: 
-20ºC to 60ºC

Rated Voltage: 
600V

Color Code: 
Standard color code

Approvals:
UL Standard 62.   
CSA 22.2 No.49.   
RoHS

SJTOW-18/2-X
SJTOW-18/3-X
SJTOW-18/4-X
SJTOW-16/2-X
SJTOW-16/3-X
SJTOW-16/4-X
SJTOW-14/2-X
SJTOW-14/3-X
SJTOW-14/4-X
SJTOW-12/2-X
SJTOW-12/3-X
SJTOW-12/4-X
SJTOW-10/2-X
SJTOW-10/3-X
SJTOW-10/4-X
SJTOW-10/5-X

STOW-18/2-X
STOW-18/3-X
STOW-18/4-X
STOW-16/2-X
STOW-16/3-X
STOW-16/4-X
STOW-14/2-X
STOW-14/3-X
STOW-14/4-X
STOW-12/2-X
STOW-12/3-X
STOW-12/4-X
STOW-10/2-X
STOW-10/3-X
STOW-10/4-X
STOW-10/5-X

http://www.lapptannehill.com
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Royal® Type W-Single Conductor
Construction: Conductors: 8 AWG to 500 MCM fully annealed stranded bare copper. Stranding per ASTM B174. 
Insulation: Premium grade oil resistant Ethylene Propylene (EPDM). 
Jacket: Premium grade, water, sunlight, and oil resistant, flame-retardant, Chlorinated Polyethylene (CPE).
Features:
-40ºC to 90º C dry/ 90º C Wet/Submersible Rated. Excellent abrasion, ozone, sunlight, water, chemical and oil resistance, 
provides superior cable life in the harshest environments. Meets or exceeds all MSHA and UL flame specifications.  
1/0 and larger is rated for CT use.
Applications:
Oil drilling platforms, shipyards, and marinas. Portable power generation equipment. Mining and mineral processing 
facilities.
Additional Information:
Tinned copper, shielding, and other color codes available upon request.

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 
2000V

Color Code: 
Standard color chart

Approvals:
UL, 
NEC Article 400, 
MSHA, 
CSA, 
RoHS

W-8-133-X

W-6-259-X

W-4-259-X

W-2-259-X

W-1-259-X

W-1/0-266-X

W-2/0-342-X

W-3/0-418-X

W-4/0-532-X

W-250MCM-627-X

W-350MCM-888-X

W-500MCM-1295-X

Check out our complete inventory of products at  
www.lapptannehill.com
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Royal® Type W-Multi Conductors UL/CSA
Construction: Conductors: 8 AWG to 1 Awg fully annealed stranded bare copper. Stranding per ASTM B174. 
Insulation: Premium grade oil resistant Ethylene Propylene (EPDM). 
Jacket: Premium grade, water, sunlight, and oil resistant, flame-retardant, Chlorinated Polyethylene (CPE).
Features:
Superior abrasion, ozone, sunlight, chemical and oil resistance, and water resistant, provides excellent cable life in 
the harshest environments. -40ºC to 90º Dry/90ºC Wet/Submersible Rated. Meets or exceeds all MSHA and UL flame 
specifications.
Applications:
Oil drilling platforms, shipyards, and marinas. Portable power generation equipment.   
Mining and mineral processing facilities.
Additional Information:
Tinned copper, shielding and other color codes available upon request.

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 
2000V

Color Code: 
Standard color chart

Approvals:
UL, 
NEC Article 400, 
MSHA, 
c(UL), 
RoHS

W-8/2-X

W-8/3-X

W-8/4-X

W-8/5-X

W-6/2-X

W-6/3-X

W-6/4-X

W-6/5-X

W-4/2-X

W-4/3-X

W-4/4-X

W-4/5-X

W-2/2-X

W-2/3-X

W-2/4-X

W-2/5-X

W-1/2-X

W-1/3-X

W-1/4-X

W-1/5-X

Please contact your sales representative for detailed 
information at sales@lapptannehill.com
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Royal® Type W-Multi Conductors UL/CSA
Construction: Conductors: 1/0 AWG to 500 MCM fully annealed stranded bare copper. Stranding per ASTM B174. 
Insulation: Premium grade oil resistant Ethylene Propylene (EPDM). 
Jacket: Premium grade, water, sunlight, and oil resistant, flame-retardant, Chlorinated Polyethylene (CPE).
Features:
Superior abrasion, ozone, sunlight, chemical and oil resistance, and water provides excellent cable life in the harshest 
environments.  -40º to 90º Dry/90ºC Wet/Submersible Rated. Meets or exceeds all MSHA and UL flame specifications.
Applications:
Oil drilling platforms, shipyards, and marinas. Portable power generation equipment. Mining and mineral processing 
facilities.
Additional Information:
Tinned copper, shielding and other color codes available upon request.

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 
2000V

Color Code: 
Standard color code

Approvals:
UL,  
NEC Article 400,  
MSHA,  
c(UL),  
RoHS

W-1/0-2-X
W-1/0-3-X

W-1/0-4-X

W-1/0-5-X
W-2/0-2-X

W-2/0-3-X

W-2/0-4-X

W-2/0-5-X

W-3/0-2-X

W-3/0-3-X

W-3/0-4-X

W-3/0-5-X

W-4/0-2-X

W-4/0-3-X

W-4/0-4-X

W-4/0-5-X

W-250MCM-3-X

W-20MCM-4-X

W-350MCM-3-X

W-350MCM-4-X

W-500MCM-3-X

W-500MCM-4-X

Specifications subject to change. For complete specifications 
and availability visit www.lapptannehill.com
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Royal® Excelene® Welding Cable
Construction: Conductors: 8-4/0 fully annealed stranded bare copper. 
Insulation: Industrial grade Ethylene Propylene (EP) Rubber. 
Features:
Finely stranded bare copper provides extra flexible constructions. Greater temperature range (-50ºC to 105ºC)  
than typical welding cable. Abrasion and tear resistant industrial grade jacket compound.
Applications:
Secondary voltage resistance welding cable leads. Temporary power uses. National electrical code Article 630 electric 
welders. 
Additional Information:
Tinned copper and colors available upon request.

Technical Data:
Temperature: 
-50ºC to 105ºC

Rated Voltage: 
600V

Color Code: 
Standard

Approvals:
RoHS

WELDING-8-X

WELDING-6-X

WELDING-4-X

WELDING-2-X

WELDING-1-X

WELDING-1/0-X

WELDING-2/0-X

WELDING-3/0-X

WELDING-4/0-X

Complete catalog available online at:  
www.lapptannehill.com

http://www.lapptannehill.com
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Royal® XLP USE-2 UL
Construction: Conductors: 14 awg-1000 MCM fully annealed stranded bare copper. Class B Stranding per ASTM B 8. 
Insulation: Black flame retardant cross-linked polyethylene (XLPE). 
Features:
Rated 90ºC wet or dry. Superior electrical and physical properties. Excellent moisture resistance. Resistant to heat 
deformation and crush. Oil and gas resistant. Direct burial approved.  
Applications:
Well suited for a variety of industrial utility, and commercial applications. Can be used in raceways, conduit, direct burial, 
and aerial applications, and cable tray where CT rated (1/0) and larger).

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 
600V

Color Code: 
Standard color code

Approvals:
UL 44 Type RHH/RHW-2,  
ICEEA S-95-658/Nema WC70,  
Oil and gas resistant II, IEEE383,  
IEEE 1202/CSA FT4,  
UL854 Type USE-2,  
For CT use on 1/0 and larger,  
For 1/0 and larger IEEE,  
ICEA T-29-520. 

USE-14-7-X

USE-12-7-X

USE-10-7-X
USE-8-7-X

USE-6-7-X
USE-4-7-X

USE-2-7-X

USE-1-7-X

USE-1/0-19-X

USE-2/0-19-X

USE-3/0-19-X

USE-4/0-19-X

USE-25MCM-X

USE-350MCM-X
USE-500MCM-X

USE-750MCM-X

USE-1000MCM-X

Check out our complete inventory of products at  
www.lapptannehill.com
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Royal® Diesel Locomotive (DLO)
Construction: Conductors: 8 AWG-777MCM AWG fully annealed stranded tinned copper in accordance 
with AAR-598 and ASTM B33. 
Insulation: Premium grade Ethylene Propylene (EP) Rubber.
Jacket: Black Chlorinated Polyethylene (CPE).
Features:
90ºC Wet/Dry for continuous exposure. Approved for CT use (1/0 and larger). Highly resistant to oils, alkalis and acids.
Applications:
Mining and other industrial equipment. Motor leads. Petrochemical drilling rigs. Diesel electric locomotives.
Additional Information:
Bare copper, FT4 and colors available upon request.

Technical Data:
Temperature: 
N/A

Rated Voltage:\
2000V Type DLO/ 
600V UL Type RHH/ 
RHW-2,  
1000V c(UL) Type RW-90

Color Code: 
Standard color code

Approvals:
ICEA S-95-685/NEMA WC 70.  
UL 44 TYPE RHH/RHW-2,  
c(UL) RW90,  
MSHA,  
RoHS

Portable Cordage & Power Cable

DLO-8-31-X

DLO-6-61-X

DLO-4-105-X

DLO-2-161-X

DLO-1-210-X

DLO-1/0-266-X

DLO-2/0-342-X

DLO-3/0-418-X

DLO-4/0-532-X

DLO-262-646-X

DLO-313-779-X

DLO-373-931-X

DLO-444-1102-X

DLO-535-1330-X

DLO-646-1591-X

DLO-777-1924-X

Please contact your sales representative for detailed 
information at sales@lapptannehill.com

http://www.lapptannehill.com
mailto:sales@lapptannehill.com
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Seoprene® Compact 600®
Construction: Conductors: 18 AWG-12 AWG fully annealed stranded bare copper.  Class K stranding per ASTM B 174. 
Insulation: Industrial grade Polyvinyl Chloride (PVC). Nylon-armored protective sheath.
Jacket: Water, sunlight, and oil resistant Seoprene® Thermoplastic Elastomer (TPE). Temperature range -40ºC to 90ºC.
Features:
Specially engineered reduced diameter makes this cable ideal for tight or restricted areas. Nylon-armored conductors 
reduces stress and fatigue during continuous flexing.
Applications:
Cranes and hoists. High-flexing robotic systems. Pendant and reels.
Additional Information:
Tinned copper, shielding and other color codes available upon request.

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 600V
 
Color Code: 
Standard color code

Approvals:
UL Standard 1277,  
RoHS

COMPACT600-18/5-X

COMPACT600-18/6-X

COMPACT600-18/7-X

COMPACT600-18/8-X

COMPACT600-18/10-X

COMPACT600-18/12-X

COMPACT600-18/14-X

COMPACT600-18/16-X

COMPACT600-18/20-X

COMPACT600-18/24-X

COMPACT600-18/30-X

COMPACT600-18/37-X

COMPACT600-16/5-X

COMPACT600-16/6-X

COMPACT600-16/7-X

COMPACT600-16/8-X

COMPACT600-16/10-X

COMPACT600-16/12-X

COMPACT600-16/14-X

COMPACT600-16/16-X

COMPACT600-16/20-X

COMPACT600-16/24-X

COMPACT600-16/30-X

COMPACT600-16/37-X

COMPACT600-14/5-X COMPACT600-12/5-X

COMPACT600-14/6-X COMPACT600-12/6-X

COMPACT600-14/7-X COMPACT600-12/7-X

COMPACT600-14/8-X COMPACT600-12/8-X

COMPACT600-14/10-X COMPACT600-12/10-X

COMPACT600-14/12-X COMPACT600-12/12-X

COMPACT600-14/14-X COMPACT600-12/14-X

COMPACT600-14/16-X COMPACT600-12/16-X

COMPACT600-14/20-X COMPACT600-12/20-X

COMPACT600-14/24-X COMPACT600-12/24-X

COMPACT600-14/30-X COMPACT600-12/30-X

COMPACT600-14/37-X COMPACT600-12/37-X

http://www.lapptannehill.com
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Royal® Stage/Lighting Cable
Construction: Conductors: 8 AWG-4/0 AWG fully annealed stranded bare copper. Class K stranding per ASTM B 174. 
Insulation: EPDM/CPE.
Features:
Meets/exceeds flame test requirements of UL, CSA, and MSHA. Sunlight, water, ozone and abrasion, acids, alkalis, heat, 
flame, and chemical resistant. High strand count bare copper conductor provides superior flexibility.
Applications:
Temporary power supply cable used in the entertainment industry such as television, sound stages, concert venues, and 
outdoor areas.  Portable lighting systems used on movie production sets, theaters, and stages. Entertainment Industry 
Stage Lighting Cable (EISL)
Additional Information:
Tinned copper shielding, and other color codes available upon request.

Technical Data:
UL Type SC & CSA Type PPC

Temperature: 
-50ºC to 105ºC

Rated Voltage: 
600V

Color Code: 
Standard color code

Approvals:
UL Subject 1680,  
CSA C22.2 No. 96,  
NEC Article 520, 525 & 530. 
CEC Part I, Table 11.  
RoHS

EISL-8-168-X

EISL-6-266-X

EISL-4-420-X

EISL-2-665-X

EISL-1-833-X

EISL-1/0-1064-X

EISL-2/0-1330-X

EISL-3/0-1672-X

EISL-4/0-2109-X

Specifications subject to change. For complete specifications 
and availability visit www.lapptannehill.com

http://www.lapptannehill.com
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Royal® Airport Lighting Cable
Construction: Conductors: 12 AWG-4 AWG fully annealed stranded bare copper. Class B stranding per ASTM B 8. 
Insulation: Black Cross-Linked Polyethylene (XLPE) over semi-conductive stress control layer.
Features:
Available in 600 or 5000 volt constructions. Direct Burial Approved
Applications:
Airport Lighting systems. Airport control equipment. Other conduit, duct, aerial, and direct burial applications.
Additional Information:
Tinned copper, shielding and colors available upon request.

Technical Data:
Temperature: 
-40ºC to 90ºC

Rated Voltage: 
600V & 5000V

Color Code: 
Standard color code

Approvals:
ICEA S-66-524, 
FAA-L-824,  
RoHS

*Please specify voltage rating

ALC-12-7-X

ALC-10-7-X

ALC-8-7-X

ALC-6-7-X

ALC-4-7-X

ALC-8-7-X

ALC-6-7-X

ALC-4-7-X

Check out our complete inventory of products at  
www.lapptannehill.com

http://www.lapptannehill.com
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SVT
Construction: Conductors: Stranded Copper Conductors 18-16 AWG. 
Insulation: Bare Copper Conductors.
Jacket: PVC.
Applications:
Floor care appliances, household food preparing machines, lamps, clocks, fans, blowers,  
home entertainment appliances, etc.

Technical Data:
Temperature: 
60º or 105ºC

Rated Voltage: 
300V

Color Code: 
N/A

Approvals:
UL spec No. 62, 
E47523,  
CSA Spec. C22.2, 
No.49,  
LL26332,  
E217598

SVT-18/2-X

SVT-18/3-X

SVT-17/2-X

SVT-17/3-X

SVT-16/2-X

SVT-16/3-X

18

18

17

17

16

16

2

3

2

3

2

3

41

41

52

52

65

65

0.38

0.38

0.38

0.38

0.38

0.38

0.015

0.015

0.015

0.015

0.015

0.015

0.76

0.76

0.76

0.76

0.76

0.76

0.030

0.030

0.030

0.030

0.030

0.030

6.10

6.48

6.15

7.11

7.11

7.37

0.240

0.255

0.242

0.280

0.280

0.290

10

10

10

10

13

13

47

56

53

62

55

71

31

38

36

42

37

48

Size (AWG) No. Of.
Conds.

No. Of.
Strands

Insulation Thickness Jacket Thickness Overall Diameter Ampacity
(Amperes)

Net Weight

(lbs/Mft.)(kg/km)(in)(mm)(in)(mm)(in)(mm)

Part
Number

Not finding what you are looking for?   
Please contact us at sales@lapptannehill.com, or  

visit our website at: www.lapptannehill.com

http://www.lapptannehill.com
mailto:sales@lapptannehill.com
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<HAR> Hook-up Wire
Construction: Conductors: Finely stranded tinned copper conductors.   
Insulation: PVC. Jacket: PVC.
Features:
One inventory vs. two for domestic and export consumption. 13 color code options.   
UL MTW for 16 AWG and larger.
Applications:
Panel and machine wiring for domestic and export usage.

Technical Data:
Temperature: 
HAR/IEC: -40ºC to +70ºC,  
UL/CSA: -40ºC to +105ºC

Rated Voltage: 
2500V

Color Code: 
Green/yellow=00, Black=01, 
Blue=02, Brown=03, Red=04,  
White=05, Gray=06, Violet=07,  
Pink=08, Orange=09, Yellow=10, 
Green=11, Dark Blue=14 

Approvals:
UL:  HO5V-k: AWM Style 1007 + 1569 
HO7V-K: 1063 MTW Listed  
1015 AWM.  
CSA: TEW.   
<HAR> HO5V-K & HO7V-K

Complete catalog available online at:  
www.lapptannehill.com

http://www.lapptannehill.com
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ÖLFLEX® POWER QUAD II

Construction: Conductors: Finely stranded bare copper conductors per VDE 0295, Class 5.  Insulation: Specially blended PVC Insulation. 
Jacket: Specially formulated oil resistant black PVC. 
Features:
Contains international approvals so one cable does the job of 4 reducing inventory. One product so one specification for easy and safe installation.  
UV resistant.
Applications:
Power cordage for domestic and exported machinery, Portable tools, Data processing, Control systems, and Commercial appliances.

Technical Data:
Temperature: 
-40ºC to +90ºC,  
-30ºC to + 70ºC <HAR>

Rated Voltage: 
300V-SJTO,  
500V <HAR>,  
600V-AWM,  
test voltage: 3000V
 

Color Code: 
2C=Blue, Brown, 
3C=Blue, Brown, Green/Yellow, 
4C=Brown, Black, Gray, Green/Yellow,
5C=Blue, Brown, Black, Gray, Green/Yellow

Approvals:
UL: Listed SJTO,  
AWM 21098,  
Passes Oil ResI, II,  
62 Flexible Cord Thermoset Requirement,  
UL1277-Crush and Impact Tests.   
CSA: Certified SJTO, AWM FT1.  
Additional:  <HAR> Ho5VV-F

Check out our complete inventory of products at  
www.lapptannehill.com

http://www.lapptannehill.com
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ÖLFLEX® POWER IX

Construction: Conductors: Finely stranded bare copper conductors.  Insulation: Rubber, dry lubricant. Jacket: Neoprene. 
Features:
International approvals so one cable does the job of 4 reducing inventory. One product so one specification for easy and safe installation.  Oil, chemical 
and abrasion resistant neoprene jacket.  Ideal for high stress applications in dry and damp environments. UV resistant, outdoor use.
Applications:
Power cordage for domestic and exported machinery, Portable tools, Data processing, Control systems, and Commercial appliances.
Additional Information:
Larger sizes available upon request.  Minimums may apply.

Technical Data:
Temperature: 
-40ºC to +90ºC,  
-25ºC tp +60ºC <HAR>

Rated Voltage: 
450/750V <HAR>,  
6000V-UL
 

Color Code: 
3C=Blue, Brown, Green/Yellow, 
4C=Brown, Black, Gray, Green/Yellow,
5C=Blue, Brown, Black, Gray, Green/Yellow

Approvals:
UL: Listed SOOW 
CSA:  Certified SOOW  
Additional:  <HAR> HORN-F

Not finding what you are looking for?   
Please contact us at sales@lapptannehill.com, or  

visit our website at: www.lapptannehill.com

http://www.lapptannehill.com
mailto:sales@lapptannehill.com
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Not finding what you are looking for?   
Please contact us at sales@lapptannehill.com, or visit our website at: www.lapptannehill.com

http://www.lapptannehill.com
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